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4222 32 52Stages Ratio 60 9080

Nm

-25 ~ 90

IP 54

Life lubrication

Any

0.42

0.47

1

2
Weight

Operating temp.

Degree of protection

Lubrication
Mounting direction

kg

℃

ECONOMY GEAR REDUCERS / TECHNICAL DATA

TECHNICAL DATA

Model / Size

Full load efficiency
9590

9081

20000N/A

585452 60

30010050 450

1103015 30

1200014000

0.153

0.18

16000

0.019

0.026

8000

0.652

0.75

60 62

520 1000

150 200

8000

1.115

1.22

7000

1.484

1.78

65

1500

300

7000

2.164

3.2

1

2

423222 52Stages 60 80 90

Noise

Lifetime

Max radial load

Max axial load
Max input speed

dB(A)

hr
N

N

rpm

EL
  T

EC
H

N
IC

AL
 D

AT
AEC

O
N

O
M

Y 
G

EA
R

 R
ED

U
C

ER
S

• Low cost
• Compact size
• Customizable
• Stable temperature rise

• Efficient transmission
• Optimized design with special lubricant for long service life
• Flexible mounting dimensions

22: All available single stage ratios 1:3, 1:3.32, 1:3.75, 1:4.38
32: All available single stage ratios 1:3, 1:3.33, 1:3.62, 1:4, 1:4.5, 1:5.2, 1:6.25, 1:6.75, 1:8:1

Model / Size

Mass Moments of Inertia

1

3 21

18

17

23

20

16

20

140

90

60

120

80

70

80

800

500

400

750

450

400

450

4,5

7,9,10

12,15,21,30
20 ,28,40

25,35,50

49,70,100

2

42Stages Ratio 60 90

2g-cm

MPE



ECONOMY GEAR REDUCERS / PROFILE DIMENSIONS

L1

L2

Q1

Q2

L4

L5

L6

L7

D1

D2

D4 H1

G1

L9

L10

D6

D7

D8

G3

PROFILE DIMENSIONS

L3

EL  PR
O

FILE D
IM

EN
SIO

N
S

EC
O

N
O

M
Y G

EAR
 R

ED
U

C
ER

S

Model / Size

Body length

Output flange

Input flange

Pilot depth

Motor shaft length
Pilot diameter

Input shaft diameter

Mounting hole circle

Mounting thread

Overall length
54.929.4

35.7

42

15.2

21.5

27.8

Ø22

Ø22

84

99.3

114.6

62

77.3

92.6

5.5

3

19.3

16.3

12

26

20

6

5.5

M3

6.9

2

14.2

12.2

8

18

14

4

3.5

M2

5

2

22

20

12

34

26

8

7

M4

9.7

3

25

22

15

40

32

12

10

M5

10.5

3

35

32

20

52

40

14

12

M5

13.3

5

45

40

35

72

55

19

15

M6

89
103.5

118

64

78.5

93

Ø52

Ø52

106.6

123.4

140.2

71.6

88.4

105.2

3.6

31.5

50

9

50

5.2

2

15.6

12.7

4

25.4

3.2

3

7

6.3

2

10~17

2.5

3

24

22

5

32

3.2

3.5

41

50

12.7

65

6.2

3

24

25

8

38.89

4.2

Ø60

Ø60

122.5

144

165.5

77.5

99

120.5
Ø90

Ø90

65.4

75.9

35.6

46.1

56.6

Ø32 Ø42

Ø32 Ø42

Output

Input

1

L1

L2

Q1

Q2

L4

L5

L6

L7

D1

D2

D4

H1

G1

L9

L10

D6

D7

D8

G3

1

2

2

3

3

MPE-32MPE-22 MPE-42 MPE-52 MPE-60 MPE-90

Flange thickness
Pilot length

Output shaft length   

Shaft shoulder to the shaft end  
Flat end length 

Mounting hole circle

Pilot diameter

Output shaft diameter
Flat end height

Mounting thread

L3

MPE
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