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Stainless Steel Worm Gear Speed Reducers

1. Stainless Steel material used for housing, covers and �ange to eliminate rust and peeling.
2. Polished, smooth surface for easy handling and cleaning.
3. Free vent installed to decrease pressure in the chamber. 
4. Stainless Steel output shaft resists corrosion due to moisture.
5. Viton seals and O-Ring on input �ange protect against moisture and hot or harsh environments.
6. USDA H1 food grade lubricant used: Mobil SHC CIBUS 460. 
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WE OFFER VARIOUS GEAR SPEED 
REDUCERS WITH ADVANCED 
CAPABILITIES TO MEET
INTERNATIONAL SPECIFICIATIONS. 

PLEASE CONTACT US 
FOR FURTHER INFORMATION.

S  H M

 SHM  206 60 56C A

206 -  Center distance. 206 / 237 / 262 / 325

60 - Ratio. 5 / 10 / 15 / 20 / 30 / 40 / 50 / 60

56C - NEMA 56C frame

A - Assembly of shaft position.



LOAD CLASSIFICATIONS
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DIMENSIONS

(Unit/Inch)SIZE Shared
A B C CD D E F G H J K T

206 5.7 3.82         5 2.062 2.88 2.5 1.44 4.34 2.28 4.37 6.38 3/8-16UNC
237 6.38 4.06 5 2.375 2.88 2.5 1.44 4.88 2.5 4.69 6.94 3/8-16UNC
262 7.17 4.69 6.38 2.625 3.38 3.19 1.69 5.56 2.94 5.06 8 3/8-16UNC
325 9.02 5.75 7.5 3.25 4 3.75 2 6.75 3.5 6.06 9.38 7/16-14UNC

SIZE Hollow Output Shaft Solid Output Shaft
M N P S U W Y L' M' N' R' U' V' W' Y'

206 6.44 3.22 1/4-28UNF 1.77 1.13 0.25 1.25 1.25 9.38 4.69 2.19 1 2.09 0.25 1.111.25 0.25 1.38
237 6.44 3.22 1/4-28UNF 1.97 1.25 0.25 1.38 1.25 10.18 5.09 2.31 1.13 2.37 0.25 1.24

262 7 3.5 1/4-28UNF 2.36 1.25 0.25 1.38 2 11.26 5.63 2.56 1.13 2.63 0.25 1.241.44 0.38 1.62

325 8.76 4.38 5/16-24UNF 2.76 1.25 0.25 1.38 2.44 14.12 7.061.94 0.5 2.13 3.22 1.375 3.25 0.31 1.51
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