


* Performance Data

* Performance Data

% 1 With nominal input speed, service life is 20,000 hours.

% 2 The maximum torque when starting and stopping.

% 3 The maximum torque when it receives shock (up to 1,000 times)

3 4 The maximum average input speed.

% 5 The maximum momentary input speed.

X 6 With this load and nominal input speed, service life will be 20,000 hours.
(Applied to the output shaft center, at axial load 0)

X 7 With this load and nominal input speed, service life will be 20,000 hours.
(Applied to the output side bearing, at radial load 0)

3¢ 8 The maximum radial load the reducer can accept.

% 9 The maximum axial load the reducer can accept.

% 10 The weight may vary slightly model to model.
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MKEL-070 Pl %2 %3 ¥4 %5 %6 X7
Frame Nominal Maximum Emergency Nominal Maximum Permitted Permitted
size Stage Ratio output torque | output torque stop torque input speed input speed radial load axial load
[Nm] [Nm] [Nm] [rpm] [rpm] [N] [N]
3 12 24 50 3000 6000 430 310
4 16 32 65 3000 6000 470 360
5 22 40 80 3000 6000 510 390
2 6 24 45 90 3000 6000 540 430
7 24 45 90 3000 6000 570 460
8 24 45 90 3000 6000 600 480
9 16 32 65 3000 6000 620 510
10 16 32 65 3000 6000 640 530
15 16 32 65 3000 6000 740 630
16 24 45 90 3000 6000 750 650
20 24 45 90 3000 6000 810 720
070 25 24 45 90 3000 6000 870 790
28 24 45 90 3000 6000 910 830
30 16 32 65 3000 6000 930 860
35 24 45 90 3000 6000 980 920
3 40 24 45 90 3000 6000 1000 970
45 16 32 65 3000 6000 1100 1000
50 24 45 90 3000 6000 1100 1100
60 24 45 90 3000 6000 1200 1100
70 24 45 90 3000 6000 1200 1100
80 24 45 90 3000 6000 1200 1100
90 16 32 65 3000 6000 1200 1100
100 16 32 65 3000 6000 1200 1100
X8 X9 %10
. . Moment Moment Moment
Maximum Maximum . . . . . . .
Fg?zn;e Stage Ratio radial load axial load Weight ?féln(;r:)a E);":;r{tg ?fé"g:t;
[N] [N] [kel [kg*om’] [kg=cm’] [kg*cm’]
3 1200 1100 0.31 0.39 0.58
4 1200 1100 0.27 0.34 0.53
5 1200 1100 0.25 0.32 0.51
2 6 1200 1100 19 0.24 0.31 0.50
7 1200 1100 0.23 0.31 0.50
8 1200 1100 0.23 0.31 0.50
9 1200 1100 0.23 0.30 0.49
10 1200 1100 0.23 0.30 0.49
15 1200 1100 0.073 0.118 -
16 1200 1100 0.079 0.124 -
20 1200 1100 0.071 0.116 -
070 25 1200 1100 0.071 0.115 -
28 1200 1100 0.077 0.122 -
30 1200 1100 0.062 0.106 -
35 1200 1100 0.070 0.115 -
3 40 1200 1100 1.7 0.061 0.106 -
45 1200 1100 0.070 0.115 -
50 1200 1100 0.061 0.106 -
60 1200 1100 0.061 0.106 -
70 1200 1100 0.061 0.105 -
80 1200 1100 0.061 0.105 -
90 1200 1100 0.061 0.105 -
100 1200 1100 0.061 0.105 -

MKEL-090 X1 %2 %3 a4 %5 %6 %7
F Nominal Maximum Emergency Nominal Maximum Permitted Permitted
rame . . . . .
size Stage Ratio output torque | output torque | stop torque input speed input speed radial load axial load
[Nm] [Nm] [Nm] [rpm] [rpm] [N] [N]
3 45 65 130 3000 6000 810 930
4 60 90 170 3000 6000 890 1100
5 65 90 220 3000 6000 960 1200
2 6 65 90 220 3000 6000 1000 1300
7 65 90 220 3000 6000 1100 1300
8 65 90 220 3000 6000 1100 1400
9 45 65 170 3000 6000 1200 1500
10 45 65 170 3000 6000 1200 1600
15 45 65 170 3000 6000 1400 1900
16 65 110 220 3000 6000 1400 1900
20 65 110 220 3000 6000 1500 2100
090 25 65 110 220 3000 6000 1600 2200
28 65 110 220 3000 6000 1700 2200
30 45 65 170 3000 6000 1700 2200
35 65 110 220 3000 6000 1800 2200
3 40 65 110 220 3000 6000 1900 2200
45 45 65 170 3000 6000 2000 2200
50 65 110 220 3000 6000 2100 2200
60 65 110 220 3000 6000 2200 2200
70 65 110 220 3000 6000 2300 2200
80 65 110 220 3000 6000 2400 2200
90 45 65 170 3000 6000 2400 2200
100 45 65 170 3000 6000 2400 2200
X8 X9 10
. . Moment Moment Moment Moment
Frame . Ma.X|mum Me.mmum Weight of inertia of inertia of inertia of inertia
size Stage Ratio radial load axial load g (< $8) (< ¢14) (< $19) (< ¢28)
[N] [N] [kel [kg*cm?] [kg*cm’] [kg*om’] [kg*om’]
3 2400 2200 - 212 245 4.57
4 2400 2200 - 1.89 222 4.35
5 2400 2200 - 1.80 213 4.26
2 6 2400 2200 49 - 1.76 2.09 4.21
7 2400 2200 - 1.73 2.06 4.18
8 2400 2200 - 1.71 2.04 417
9 2400 2200 - 1.70 2.03 4.16
10 2400 2200 - 1.69 2.02 4.15
15 2400 2200 0.34 0.41 0.60 -
16 2400 2200 0.38 0.46 0.65 -
20 2400 2200 0.33 0.40 0.59 -
090 25 2400 2200 0.32 0.40 0.59 -
28 2400 2200 0.37 0.45 0.64 -
30 2400 2200 0.25 0.33 0.51 -
35 2400 2200 0.32 0.40 0.59 -
3 40 2400 2200 43 0.25 0.32 0.51 -
45 2400 2200 0.32 0.39 0.58 -
50 2400 2200 0.25 0.32 0.51 -
60 2400 2200 0.25 0.32 0.51 -
70 2400 2200 0.25 0.32 0.51 -
80 2400 2200 0.25 0.32 0.51 -
90 2400 2200 0.25 0.32 0.51 -
100 2400 2200 0.25 0.32 0.51 -

% 1 With nominal input speed, service life is 20,000 hours.

% 2 The maximum torque when starting and stopping.

% 3 The maximum torque when it receives shock (up to 1,000 times)

% 4 The maximum average input speed.

% 5 The maximum momentary input speed.

2 6 With this load and nominal input speed, service life will be 20,000 hours.
(Applied to the output shaft center, at axial load 0)

3 7 With this load and nominal input speed, service life will be 20,000 hours.
(Applied to the output side bearing, at radial load 0)

% 8 The maximum radial load the reducer can accept.

¥ 9 The maximum axial load the reducer can accept.

3% 10 The weight may vary slightly model to model.
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* Performance Data

MKEL-120 X1 %2 X3

X4 X5 X6 X7
F Nominal Maximum Emergency Nominal Maximum Permitted Permitted
rame . . . . .
size Stage Ratio output torque | output torque | stop torque input speed input speed radial load axial load
[Nm] [Nm] [Nm] [rpm] [rpm] [N] [N]
3 75 150 320 3000 6000 1300 1500
4 100 200 430 3000 6000 1500 1700
5 120 240 500 3000 6000 1600 1900
2 6 150 300 550 3000 6000 1700 2000
7 150 300 550 3000 6000 1800 2100
8 150 300 550 3000 6000 1900 2300
9 110 200 450 3000 6000 1900 2400
10 110 200 450 3000 6000 2000 2500
15 110 200 450 3000 6000 2300 3000
16 130 260 550 3000 6000 2300 3100
20 150 300 550 3000 6000 2500 3400
120 25 150 300 550 3000 6000 2700 3700
28 150 300 550 3000 6000 2800 3900
30 110 200 450 3000 6000 2900 3900
35 150 300 550 3000 6000 3000 3900
3 40 150 300 550 3000 6000 3200 3900
45 110 200 450 3000 6000 3300 3900
50 150 300 550 3000 6000 3400 3900
60 150 300 550 3000 6000 3600 3900
70 150 300 550 3000 6000 3800 3900
80 150 300 550 3000 6000 4000 3900
90 110 200 450 3000 6000 4200 3900
100 110 200 450 3000 6000 4300 3900
X8 X9 %10
Maximum Maximum Mc.>men.t Mc.>men.t Mcl>men.t M?men.t
F;iazne'ne Stage Ratio radial load axial load Weight ?;rg:ts ?gr:;:t; ?;r:;;téa; ?;r:;;t:;
[N] [N] [kel [kg cm?] [kg cm?’] [kg=cm®] [kgcm?]
3 4300 3900 - 6.74 8.34 15.41
4 4300 3900 - 5.49 7.08 14.15
5 4300 3900 - 5.02 6.61 13.69
2 6 4300 3900 102 - 4.77 6.36 13.43
7 4300 3900 - 4.65 6.24 13.31
8 4300 3900 - 4.55 6.14 13.22
9 4300 3900 - 4.49 6.08 13.16
10 4300 3900 - 4.46 6.05 13.12
15 4300 3900 2.25 2.58 4.70 -
16 4300 3900 2.46 2.79 4.91 -
20 4300 3900 2.20 2.53 4.65 -
120 25 4300 3900 2.18 2.51 4.64 -
28 4300 3900 240 2.73 4.86 -
30 4300 3900 1.87 2.20 4.33 -
35 4300 3900 2.16 249 4.62 -
3 40 4300 3900 10.0 1.86 2.19 4.32 -
45 4300 3900 2.15 248 4.61 -
50 4300 3900 1.86 2.19 431 -
60 4300 3900 1.85 2.18 4.31 -
70 4300 3900 1.85 2.18 4.31 -
80 4300 3900 1.85 2.18 4.31 -
90 4300 3900 1.85 2.18 4.31 -
100 4300 3900 1.85 2.18 4.31 -

% 1 With nominal input speed, service life is 20,000 hours.

% 2 The maximum torque when starting and stopping.

% 3 The maximum torque when it receives shock (up to 1,000 times)

% 4 The maximum average input speed.

3% 5 The maximum momentary input speed.

2 6 With this load and nominal input speed, service life will be 20,000 hours.
(Applied to the output shaft center, at axial load 0)

3 7 With this load and nominal input speed, service life will be 20,000 hours.
(Applied to the output side bearing, at radial load 0)

% 8 The maximum radial load the reducer can accept.

% 9 The maximum axial load the reducer can accept.

2% 10 The weight may vary slightly model to model.

7509 South 5th Street, Suite 110, Ridgefield, WA 98642 | Email: cs@machmo.com | Phone: 360.601.0666 | Page: 175

* Performance Data

MKEL-155 %1 %2 %3 %4 %5 %6 X7
Frame ] Nominal Maximum Emergency . Nominal . Maximum Per.mitted Pe.rmitted
size Stage Ratio output torque | output torque | stop torque input speed input speed radial load axial load
[Nm] [Nm] [Nm] [rpm] [rpm] [N] [N]
3 130 260 700 2000 4000 3200 2400
4 170 340 950 2000 4000 3500 2700
5 200 400 1100 2000 4000 3800 3000
2 6 260 520 1100 2000 4000 4000 3300
7 300 600 1100 2000 4000 4200 3500
8 300 600 1100 2000 4000 4400 3700
9 200 400 750 2000 4000 4600 3900
10 200 400 750 2000 4000 4700 4100
15 200 400 750 2000 4000 5400 4900
16 300 600 1100 2000 4000 5500 5000
20 300 600 1100 2000 4000 6000 5500
155 25 300 600 1100 2000 4000 6400 6100
28 300 600 1100 2000 4000 6700 6400
30 200 400 750 2000 4000 6800 6600
35 300 600 1100 2000 4000 7200 7000
3 40 300 600 1100 2000 4000 7500 7500
45 200 400 750 2000 4000 7800 7900
50 300 600 1100 2000 4000 8100 8200
60 300 600 1100 2000 4000 8600 8200
70 300 600 1100 2000 4000 9100 8200
80 300 600 1100 2000 4000 9100 8200
90 200 400 750 2000 4000 9100 8200
100 200 400 750 2000 4000 9100 8200
X8 X9 %10
Maximum Maximum Moment Moment Moment Moment
Frame . X X Weight of inertia of inertia of inertia of inertia
size Stage Ratio radial load axial load € (<19) (< $28) (< $38) (< $48)
[N] [N] [kel [kg*cm®] [kg*cm’] [kg*cm’] [kg*cm’]
3 9100 8200 - 23.13 27.50 40.73
4 9100 8200 - 18.57 22.94 36.17
5 9100 8200 - 16.91 21.28 34.51
2 6 9100 8200 19.8 - 16.01 20.38 33.61
7 9100 8200 ' - 15.58 19.95 33.18
8 9100 8200 - 15.23 19.61 32.84
9 9100 8200 - 14.77 19.41 32.37
10 9100 8200 - 14.66 19.03 32.26
15 9100 8200 6.40 8.00 15.07 -
16 9100 8200 7.29 8.88 15.96 -
20 9100 8200 6.22 7.81 14.89 -
155 25 9100 8200 6.15 71.75 14.82 -
28 9100 8200 7.09 8.68 15.76 -
30 9100 8200 4.99 6.58 13.66 -
35 9100 8200 6.09 7.69 14.76 -
3 40 9100 8200 20.4 4.95 6.54 13.61 -
45 9100 8200 6.07 7.66 14.74 -
50 9100 8200 4.93 6.52 13.59 -
60 9100 8200 4.92 6.51 13.59 -
70 9100 8200 4.91 6.51 13.58 -
80 9100 8200 491 6.50 13.58 -
90 9100 8200 4.91 6.50 13.57 -
100 9100 8200 4.91 6.50 13.57 -

% 1 With nominal input speed, service life is 20,000 hours.

% 2 The maximum torque when starting and stopping.

% 3 The maximum torque when it receives shock (up to 1,000 times)

% 4 The maximum average input speed.

3% 5 The maximum momentary input speed.

2 6 With this load and nominal input speed, service life will be 20,000 hours.
(Applied to the output shaft center, at axial load 0)

3 7 With this load and nominal input speed, service life will be 20,000 hours.
(Applied to the output side bearing, at radial load 0)

% 8 The maximum radial load the reducer can accept.

% 9 The maximum axial load the reducer can accept.

2 10 The weight may vary slightly model to model.
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* Dimensional Drawing * Dimensional Drawing

MKEL-070 2 Stage MKEL-070 3 Stage
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* Dimensional Drawing
MKEL-090 2 Stage

* Dimensional Drawing
MKEL-090 3 Stage
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